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                                                                                              The general choice :  

>PG1 steel ring use GS series         

 

>PG1/2 steel ring using the O 

series  

 

>PG2 steel  ring using G series  

 

Meet the needs of clients for high speed compact spinning and ring spinning, suitable 

for the spinning needs of various fiber varieties such as pure cotton, blended, chemical 

fiber, viscose, carbon fiber, hemp fiber, bamboo fiber, slub yarn, core yarn and color 

spinning. Is the alternative import channel selected products. 

技术参数一览表 

List of technical detail： 
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 Main technological performance 

 

Using high quality Gr15 bearing steel pipe material, completely subverts the 
common steel collar technology equipment and production process. It also 
adopts automatic numerical control lathe, internal and external numerical 
control grinding machine, numerical control grinding machine, 
quenching/tempering integrated heat treatment equipment and composite 
surface treatment for precision machining, so that the product can reach the 
following performance indexes: 

 
 

    1) the tolerance of roundness, flatness and parallelism is <0.010mm 

2) substrate hardness HRA 82-83, and coating microhardness 950-1000hv0.1 

3) surface roughness Ra is no more than 0.2-0.4mm(domestic ordinary steel collar is 

0.8-1.6mm). 
4) in the non-ripening stage, the yarn hairiness decreases by 20%-30%. 
5) the thickness of self-lubricating and wear-resistant coating is 15-20 mg. 
6) the service life is 5-6 years 
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